
ISOProx® II
125 kHz thin proximity card
Base Part Number • 1386

•	 Combines proximity technology and offers photo 
identification capability on a single card

•	 Graphics quality surface for use with direct image printers
•	 Same size and thickness as a standard credit card
•	 Vertical or horizontal slot punch capability

DuoProx® II
125 kHz thin proximity card with magnetic stripe
Base Part Number • 1336

•	 Combines proximity technology and offers photo  
identification capability on a single card

•	 Graphics quality surface for use with direct image 
printers

•	 Same size and thickness as a standard credit card
•	 Vertical or horizontal slot punch capability
•	 Magnetic stripe technology
•	 Thin enough to be used with standard swipe or insert 

readers

Smart ISOProx®  II
125 kHz ISO-thin proximity card, contact smart 
chip embeddable (optional magnetic stripe) *

Base Part Number • 1597
•	 Allows a contact smart chip module to be embedded  

for multi-technology applications
•	 Graphics quality surface for use with direct image printers
•	 Smart DuoProx II includes magnetic stripe
•	 Same size and thickness as a standard credit card

* ISO 7816 compliant for embedding optional contact smart chip module. Some 
custom graphics can increase overall card thickness.

HID Proximity Credentials

ProxCard® II
Value priced 125 kHz proximity card
Base Part Number • 1326

•	 Price competitive with all other card technologies
•	 Thin enough to carry in a wallet or purse



Smart DuoProx®  II
125 kHz ISO-thin proximity card with magnetic  
stripe, contact smart chip embeddable *

Base Part Number • 1598
•	 Allows a contact smart chip module to be embedded for  

multi-technology applications
•	 Graphics quality surface for use with direct image 

printers 
•	 Smart DuoProx II includes magnetic stripe
•	 Same size and thickness as a standard credit card

* ISO 7816 compliant for embedding optional contact smart chip module. 
Some custom graphics can increase overall card thickness.

MicroProx® Tag
125 kHz proximity adhesive tag
Base Part Number • 1391

•	 The size of  a coin, the Tag easily attaches to all nonmetallic materials
•	 The Tag can be programmed in any HID proximity format, and is 

compatible with all HID proximity readers
•	 The Tag is RF-programmable for ease of  encoding with HID’s 

ProxProgrammer®

ProxPass® II
Long range 125 kHz proximity active vehicle tag *

Base Part Number • 1351
•	 Active tag for vehicle access control
•	 Provides up to eight-foot read range
•	 Solely compatible with the MaxiProx® reader and  

all HID card formats
•	 One year warranty
•	 Replaceable battery
•	 Dimensions: 3.61˝ x 2.66˝ x 0.30˝ (91.6 x 67.5 x 7.6 mm)

* ProxPass II features a one-year warranty and has a 2-5 year battery life, 
depending on usage. 

ProxKey® III
Convenient 125 kHz proximity key fob
Base Part Number • 1346

•	 Small enough to fit on a key ring
•	 Universal compatibility with HID proximity readers
•	 Dimensions: 1.56” x 1.25” x 0.24” (3.95 x 3.18 x 0.60 cm)
•	 Weight: 0.14 oz (4.0g)

Did you know? You can add a MicroProx Tag 
to a cellphone or PDA to create a secondary credential.



ProxCard® Plus
Wiegand and 125 kHz proximity card
Base Part Number • 169
•	Combines Wiegand technology, proximity technology and 

photo identification capability on a single card
•	Graphics quality surface for use with direct image printers

ProxProgrammer®

Program proximity cards and tags ON DEMAND!
Base Part Number • 1050
•	Programs all HID proximity cards and tags except for  

ProxPass active tags
•	Custom formats available
•	Security features for controlled operation
•	Ease of  programming
•	Dimensions: 5.0˝ x 5.0˝ x 4.3˝ (12.7 x 12.7 x 10.9 cm) 

HID Proximity Credentials

Did you know that most proximity, magnetic stripe and 
iCLASS credentials purchased from HID since Sept 1, 2003 
have the sales order number printed on them?   

The example below explains where to look and how to identify the sales order number on 
most credentials ordered today. 

The benefits: The order identification number “Sales Order Number” enables us to help 
trace a past order placed with HID. This number is useful when customers need to place an 
order for a particular credential which requires information they may not have immediately 
on-hand. A call to the HID Global Customer Service at 800-872-5359 with this Sales Order 
Number allows us quickly to identify the style of  credential including numbering (matching, 
non-matching, etc.), format*, site code and most importantly, the previously ordered 
credential numbers. So just remember this little bit of  information the next time a customer 
comes in with a credential or calls you wanting to order something but does not know 
exactly what they need. With this simple printed Sales Order Number, you may have all the 
information you need. 

COVER (FRONT) BASE (BACK)

YYYYYYYY-YY = Sales order number

12345 = Card ID Number

12345- YYYYYYYY-YY 

* Proprietary format unavailable



MIFARE®/Prox Card
125 kHz thin proximity & 13.56 MHz MIFARE® card 
(optional magnetic stripe)
Base Part Number • 1431

•	Combine MIFARE 1K and HID proximity technologies to add 
smart card applications, such as cashless vending, corporate 
and campus applications, event ticketing, customer loyalty and 
photo ID cards, to access control systems

•	Provides high security with mutual authentication, data 
encryption and unique 32-bit serial number and supports all 
HID proximity card formats, including Corporate 1000

•	Photo ID compatibility allows printing directly to the card 
with a direct image or thermal transfer printer

•	Cards can be produced with visual security and anti-
counterfeiting features such as holograms, ultra-violet 
fluorescent inks, micro-printing or a custom logo

•	Also Available in Composite Polyester / PVC and MIFARE  
4K versions

iCLASS® Prox Card
13.56 MHz iCLASS contactless smart card and  
125 kHz proximity thin card
Base Part Number • 202
•	13.56 MHz iCLASS read/write technology and HID 125 kHz 

proximity technology in a single ISO standard thickness card
•	Enables contactless smart card applications to be added to an 

existing HID proximity technology access control system
•	Offers the ability to add a magnetic stripe, barcode, anti-

counterfeiting feature, custom artwork, or photo ID
•	Meets ISO standards for thickness for use with direct image and 

thermal transfer printers

iCLASS® Read/Write Contactless Smart Chip & Coil
Operating Frequency: 13.56 MHz read/write technology   
Memory Size: 2k bit (256 Byte) with two application areas, 16k bit (2k Byte) with two or 16 application 
areas, or 32k bit (4k Bytes) with two or 16 application areas plus an additional 16k application area 
Read Range: Up to 4.5˝ (11.4 cm) depending on local installation conditions and card reader selection  
RF Interface: As suggested by ISO/IEC 15693  
Format: Any proximity bit format up to 84 bits. For more information, use HID’s iCLASS Reference 
Guide or visit our website at www.hidglobal.com/iclass. 

Contact Smart Chip Module Guidelines
For customers who require a contact smart chip module, HID has developed partnerships with 
the leading providers of  application software and contact smart chip modules. Depending on your 
specifications, HID can embed contact smart chip modules from a number of  industry leaders. When 
application software is needed, turn to HID’s partners. To learn more about HID’s smart card offerings 
and partners, visit our website at www.hidglobal.com/smart.

MIFARE® Contactless Memory Chip and Coil
Operating Frequency: 13.56 MHz read/write technology 
Memory Size: 8k bit (1k Byte) 
Read Range: Up to 1.5˝ (3.8 cm) depending on local installation conditions and card reader selection.  
RF Interface: As suggested by ISO/IEC 14443, Type A 
Fixed Serial Number: Unique 32 bit.
For more information, use HID’s MIFARE Reference Guide or visit our website at www.hidglobal.com.

Multi-Technology Transition Cards



HID Proximity Credentials

ProxCard® II ISOProx® II DuoProx® II
Smart  

ISOProx II™
Smart 

DuoProx® II
iCLASS® Prox MIFARE®/Prox

ProxCard® 
Plus

ProxKey® III 
MicroProx® 

Tag  ProxPass® II 

Base Part Number 1326 1386 1336 1597 1598
202X/212X; 
203X/213X

1431 169 1346 1391 1351

Read Range: *  

ProxPoint® Plus Up to 3.0˝ (7.5 cm) Up to 2.5˝ (6.5 cm) Up to 2.5˝ (6.5 cm) Up to 1.0˝ (2.5 cm) Up to 1.5˝ (4.0 cm) Up to 2.0˝ (5.0 cm) N/A

MiniProx® Up to 5.5˝ (14.0 cm) Up to 5.0˝ (12.5 cm) Up to 5.0˝ (12.5 cm) Up to 2.0˝ (5.0 cm) Up to 2.5˝ (6.5 cm) N/A

Thinline® II Up to 5.5˝ (14.0 cm) Up to 5.0˝ (12.5 cm) Up to 5.0˝ (12.5 cm) Up to 1.5˝ (4.0 cm) Up to 2.0˝ (5.0 cm) Up to 3.0˝ (7.5 cm) N/A

ProxPro®
Up to 8.0˝ (20.5 cm) Up to 7.0˝ (18.0 cm) Up to 7.0˝ (18.0 cm) Up to 3.0˝ (7.5 cm)

Up to 4.0˝  
(10.0 cm)

N/A

ProxPro® II Up to 9.0˝ (23.0 cm) Up to 8.0˝ (20.0 cm) Up to 8.0˝ (20.0 cm) Up to 4.0˝ (10.2 cm)
Up to 4.5˝  
(11.5 cm)

N/A

MaxiProx®
Up to 29.0˝ (74.0 cm) Up to 20.0˝ (51.0 cm) Up to 20.0˝ (51.0 cm)

Up to 13.0˝  
(33.0 cm)

Up to 12.0˝  
(28.0 cm)

Up to 15.0˝  
(38.0 cm)

Up to 8.0´ (2.5 m)

EntryProx™ Up to 3.0˝ (7.5 cm) Up to 2.5˝ (6.5 cm) Up to 2.5˝ (6.5 cm) Up to 1.0˝ (2.5 cm) Up to 1.5˝ (4.0 cm) Up to 2.0˝ (5.0 cm) N/A

Prox80™
Up to 5.5˝ (14.0 cm) Up to 5.0˝ (12.5 cm) Up to 2.5˝ (6.0 cm) Up to 5.0˝ (12.5 cm)

Up to 1.5˝  
(3.5 cm)

Up to 2.0˝   
(5.0 cm)

Up to 2.5˝  
(6.0 cm)

N/A

Memory Size/
Application Area

N/A

2k bits with two 
application areas; 
16k bits with two 

application areas, 16k 
bits with 16 application 

areas; 32k bits 
(16k/2+16k/1), 32k 
bits (16k/16+16k/1)

MIFARE 1K: 1K  Byte 
(8k bits)  in 16 64-byte 

Sectors

MIFARE 4K: 4K Byte 
(32k bits)  in 40 

Sectors:  32 sectors of  
64 bytes, 8 sectors of  

256 bytes.

N/A

HID Proximity 125 kHz Yes Yes

Contact Smart Chip 
Module Embeddable

No Yes** Optional** No

Wiegand Strip No No Yes No

Magnetic Stripe No Yes No Yes Optional No

Printable *** Yes Yes No

Standard HID Artwork Optional Optional Yes Yes N/A

Slot Punch Vertical
(standard)

Horizontal or Vertical Optional Vertical Optional Vertical Optional
Horizontal or

Vertical Optional
Key Ring Hole No

Visual Security Options N/A Yes Yes N/A

Additional Security 
Options

Corporate 1000 Corporate 1000

Warranty Lifetime Lifetime One Year

* Dependant upon installation conditions.
** Contact smart chip module not included. Ask about HID’s SMARTS Program for off-the-shelf  contact smart chip embedded cards.
***  Some types of  printing processes can take these credentials out of  ISO compliance for thickness.  Consult factory for more information.



Comparison Chart

ProxCard® II ISOProx® II DuoProx® II
Smart 

ISOProx II™
Smart

DuoProx® II
iCLASS® Prox MIFARE®/Prox

ProxCard® 
Plus

ProxKey® III 
MicroProx® 

Tag
ProxPass® II 

Base Part Number 1326 1386 1336 1597 1598
202X/212X; 
203X/213X

1431 169 1346 1391 1351

Read Range: *

ProxPoint® Plus Up to 3.0˝ (7.5 cm) Up to 2.5˝ (6.5 cm) Up to 2.5˝ (6.5 cm) Up to 1.0˝ (2.5 cm) Up to 1.5˝ (4.0 cm) Up to 2.0˝ (5.0 cm) N/A

MiniProx® Up to 5.5˝ (14.0 cm) Up to 5.0˝ (12.5 cm) Up to 5.0˝ (12.5 cm) Up to 2.0˝ (5.0 cm) Up to 2.5˝ (6.5 cm) N/A

Thinline® II Up to 5.5˝ (14.0 cm) Up to 5.0˝ (12.5 cm) Up to 5.0˝ (12.5 cm) Up to 1.5˝ (4.0 cm) Up to 2.0˝ (5.0 cm) Up to 3.0˝ (7.5 cm) N/A

ProxPro®
Up to 8.0˝ (20.5 cm) Up to 7.0˝ (18.0 cm) Up to 7.0˝ (18.0 cm) Up to 3.0˝ (7.5 cm)

Up to 4.0˝  
(10.0 cm)

N/A

ProxPro® II Up to 9.0˝ (23.0 cm) Up to 8.0˝ (20.0 cm) Up to 8.0˝ (20.0 cm) Up to 4.0˝ (10.2 cm)
Up to 4.5˝  
(11.5 cm)

N/A

MaxiProx®
Up to 29.0˝ (74.0 cm) Up to 20.0˝ (51.0 cm) Up to 20.0˝ (51.0 cm)

Up to 13.0˝  
(33.0 cm)

Up to 12.0˝  
(28.0 cm)

Up to 15.0˝  
(38.0 cm)

Up to 8.0´ (2.5 m)

EntryProx™ Up to 3.0˝ (7.5 cm) Up to 2.5˝ (6.5 cm) Up to 2.5˝ (6.5 cm) Up to 1.0˝ (2.5 cm) Up to 1.5˝ (4.0 cm) Up to 2.0˝ (5.0 cm) N/A

Prox80™
Up to 5.5˝ (14.0 cm) Up to 5.0˝ (12.5 cm) Up to 2.5˝ (6.0 cm) Up to 5.0˝ (12.5 cm)

Up to 1.5˝  
(3.5 cm)

Up to 2.0˝  
(5.0 cm)

Up to 2.5˝  
(6.0 cm)

N/A

Memory Size/
Application Area

N/A

2k bits with two 
application areas; 
16k bits with two 

application areas, 16k 
bits with 16 application 

areas; 32k bits 
(16k/2+16k/1), 32k 
bits (16k/16+16k/1)

MIFARE 1K: 1K  Byte 
(8k bits)  in 16 64-byte 

Sectors

MIFARE 4K: 4K Byte 
(32k bits)  in 40 

Sectors:  32 sectors of  
64 bytes, 8 sectors of  

256 bytes.

N/A

HID Proximity 125 kHz Yes Yes

Contact Smart Chip 
Module Embeddable

No Yes** Optional** No

Wiegand Strip No No Yes No

Magnetic Stripe No Yes No Yes Optional No

Printable *** Yes Yes No

Standard HID Artwork Optional Optional Yes Yes N/A

Slot Punch Vertical
(standard)

Horizontal or Vertical Optional Vertical Optional Vertical Optional
Horizontal or

Vertical Optional
Key Ring Hole No

Visual Security Options N/A Yes Yes N/A

Additional Security 
Options

Corporate 1000 Corporate 1000

Warranty Lifetime Lifetime One Year
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